
 

 

 

 

DETAILS OF INSTRUMENTS / EQUIPMENTS NEWLY INSTALLED AT TCR ðARABIA (KSA)  

  

INSTRUMENT NAME SERVO HYDRAULIC UNIVERSAL TESTING MACHINE  

MODEL  &  SERIAL NUMBER SANS SHT4106  /  30911012 

DEPARTMENT MECHANICAL  TESTING 

MANUFACTURED BY MTS  SYSTEMS (CHINA) CO., LTD - CHINA 

SERVICED BY 
Hillsborough Scientific & Technical Equipment Trading FZE ς UAE  
MTS Systems (China) Co., Ltd - CHINA 

POWER REQUIREMENT  440V, 3Phase  2KVA for Servo Motor / 440V, 3Phase  4KVA for Load frame 

CAPACITY 0  to  1000 KN 

ACCURACY  ± 1%  of Load Applied 

MAX. RATE OF STRAIN 100mm / Min 

MAX. DIA OF SPIDER 60mm 

MAX. THICKNESS OF FLAT SPECIMEN 40mm 

MAX. SPAN FOR BEND / FLEXURAL TEST  400mm 
 



 

 

 

 

 

 

INSTRUMENT NAME CHARPY IMPACT TESTER   

MODEL  &  SERIAL NUMBER Model AI-ASTM 300J,  Sr. # 012 / 2009 / 010 

DEPARTMENT MECHANICAL  TESTING 

MANUFACTURED BY AKASH  INDUSTRIES ς INDIA 

RANGE / CAPACITY 0  to  300 J 

ACCURACY  ± 1 J  
 



 

 

 

 

 

 

INSTRUMENT NAME ROCKWELL HARDNESS TESTER   

MODEL  &  SERIAL NUMBER Model AI-RAB250    Sr. No. 114 / 2009 / 010 

DEPARTMENT MECHANICAL  TESTING 

MANUFACTURED BY AKASH  INDUSTRIES ς INDIA 

POWER REQUIREMENT  230 Volt 

LOAD RANGE / CAPACITY 62 J, 120 & 150 Kgs  

ACCURACY  ± 2%  
 



 

 

 

 

 

 

INSTRUMENT NAME PROFILE PROJECTOR   

MODEL  &  SERIAL NUMBER PP 200 

DEPARTMENT MECHANICAL  TESTING 

MANUFACTURED BY FINE MARKETING, Mumbai ς INDIA 

POWER REQUIREMENT  240 Volt  

MAGNIFICATION 10x,  20x,  50x,  100x 

SCREEN SIZE 200 mm 

ACCURACY  ± 0.01mm 
 



 

 

 

 

 

 

INSTRUMENT NAME BROACHING / NOTCHING MACHINE  

MODEL  &  SERIAL NUMBER M 805    Sr. No. 91114 

DEPARTMENT MECHANICAL  TESTING 

MANUFACTURED BY FINE MARKETING, Mumbai ς INDIA 

POWER REQUIREMENT   415 volt  3phase  

TYPE OF NOTCH CHARPY  V  NOTCH 

DEPTH OF NOTCH 2mm  ± 0.01mm 

ANGLE OF NOTCH  450  ± 10  
 



 

 

 

 

 

 

INSTRUMENT NAME EXTENSOMETER  

DEPARTMENT MECHANICAL  TESTING 

MANUFACTURED BY SANS 

CAPACITY 50mm 

MAX. RANGE 5 mm 

RESOLUTION 0.001 mm 


